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Accessories

OTTO Diver 
20m Headset
20 meter dive headset 
with noise cancelling 
boom microphone 
designed to fit under a 
helmet.

Peltor ComTac 
XPi Headset
Hearing protection 
headset with situational 
awareness. Fully 
independent dual 
earphone system for talk 
through and external 
radio signals.

Intricon LV39 
Headset
20 meter dive headset 
with noise cancelling 
boom microphone 
and bone conduction 
speakers.

Leonardo Light 
Patrol Headset  
Single-sided, low profile 
and lightweight headset 
with a high comfort ear 
pad.

Kit Pouch 
Storage system for 
complete INVISIO system.

Headset Case
Hard protective case for 
any in-ear headset.

Headset Pouch
Molle pouch for any  
in-ear headset.

Ear Fitting Tool
Used to measure the 
correct  foam plug size.

Foam Tips
There are six foam plug 
sizes:
•	 Two lengths - Original 	
	 & Short
•	 Three diameters - Slim,  
	 Standard & Large.

M30 Finger 
Mounted PTT
Remote PTT for finger 
mounting. Submersible 
down to 2 meters.

PS30 Power  
Supply
Power supply for                                                                                                                     
mounting on radio cable 
or direct connection. Uses 
AA battery.

M80 Remote
Wireless PTT
Remote wireless PTT 
for rifle mounting. 
Submersible down  
to 2 meters.

Other Headsets
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Connectivity Options

Music Player
Audio playback from audio devices 
for mission notes. Alternatively music 
playback for headset training.

Computer
Allows situational awareness information 
from soldier-worn computer.

Radio
Connect to any radio, including 
full-duplex and multiple networks 
simultaneously.

Smart Phone
Use mobile or smart phone simultaneously 
with tactical communication equipment.

Power Supply
Use a centralised power supply or an 
optional INVISIO power pack, connected 
to the control unit.

Intercom System
Connect to any platform intercom,  
with full operation of the intercom’s 
platform radio.

Medic Cable
Medic to soldier cable for direct and 
unimpeded communication.

Mine Sweeper
The mine sweeper audio response is heard 
in the headset and not transmitted to the 
surroundings.
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INVISIO X5 Hearing Protection Results
EN 352-2:2002
L=27 dB, M=29 dB, H=34 dB & SNR 32 dB

Frequency (Hz) 125 250 500 1000 2000 4000 8000

Sound Attenuation (dB) 30 32 33 34.7 36.2 40.8 44.7

Standard Deviation (dB) 7.3 6.1 6.6 5.9 3.5 3.6 5.4

Assumed Protection Value (dB) 23 26 26 28.8 32.7 37.2 39.3

ANSI S3.19-1974
NRR 29 dB

Frequency (Hz) 125 250 500 1000 2000 4000 8000
Sound Attenuation (dB) 31.2 29.7 36 37.5 38.5 40.9 47.4
Standard Deviation (dB) 5.2 3.2 4.2 4.1 3 3.4 4.9
Assumed Protection Value (dB) 26 26.5 31.8 33.4 35.5 37.5 42.5

AS/NZS 1270:2002
SLC80: 26 dB (Class 5 hearing protector)

Frequency (Hz) 125 250 500 1000 2000 4000 8000
Sound Attenuation (dB) 23.4 25.8 25.8 27.8 32.7 34.9 40.8
Standard Deviation (dB) 6.4 5.8 5.5 5 3 4.6 4.4
Assumed Protection Value (dB) 17 20 20.3 22.8 29.7 30.3 36.4

Test Method Procedure

Low Pressure 
Storage and Air Transport

500.5 I

Low Pressure 
Operation and Air Carriage

500.5 II

Low Pressure 
Rapid Decompression

500.5 III

High Temperature
Storage

501.5 I, A1 (Hot Dry)

High Temperature 
Operation

501.5 II, A1 (Hot Dry)

High Temperature
Tactical standby to operation

501.5 III, A1 (Hot Dry)

Low Temperature
Storage

502.5 I, C3  
(Severe Cold)

Low Temperature 
Operation

502.5 II, C2 (Cold)

Low Temperature
Manipulation

502.5 III

Temperature Shock
High

503.5  I-D

Temperature Shock
Low

503.5  I-D

Contamination by
fluids 
Chemical Resistance

504.1  II

Test Method Procedure

Solar Radiation 
Sunshine, Heating effect

505.5 I, A1

Solar Radiation 
Sunshine, Actinic effects

505.5 II

Rain 506.5 I

Humidity 
Induced, Storage & Transit

507.5 I, B2

Fungus 508.6

Salt Fog 
Corrosion and mist

509.5

Sand and Dust 510.5 I, II

Immersion 
Fresh Water

512.5 I

Vibration 
Transportation

514.6 II, Annex C 2.2 
Category 5 

Drop 
Transit Drop

516.6  IV

Shock 
Functional Shock

516.6 I

Icing and 
Freezing Rain 521.3

General 
conditions,  
light loading

Technical Specifications Test Standards and Results 

Control Unit S10 V10 V20 V50 V60

COM Ports 1 1 1 2 3

PTT Buttons 0 1 2 4 4

Hear-Thru Button 1 1 1 1 1

Size 65 x 57.5 x 20 mm 69 x 40 x 27 mm 64 x 40 x 25 mm 70 x 63 x 30 mm 70 x 63 x 25 mm

Weight 218 grams 
(incl.  X5 headset & cable) 122 grams 99 grams 167 grams 145 grams

Colour Tan Black or Tan Black or Tan Black or Tan Black or Tan

Immersion 2 meters 20 meters 20 meters 20 meters 20 meters

Power Internal Battery From Comms From Comms From Internal 
battery or Comms From Comms

Headsets M3s X5 T5

Style In-The-Ear (ITE) In-The-Ear (ITE) Over-The-Ear (OTE)

Hearing Protection None Yes Yes

(Tx) Microphone Bone Conduction Bone Conduction Boom         

Size (Earpiece only) 13 x 11 x 24 mm 13 x 11 x 24 mm 84 x 110 x 45 mm

Weight (Incl. connector) 18 grams 54 grams 360 grams

Colour Black or Tan Black or Tan Black or Tan

Immersion 20 meters 2 meters 1 meter



About INVISIO
INVISIO offers cutting-edge personal communication and hearing protection systems. The systems enable users 
to operate and communicate safely and clearly in all environments, even under extreme conditions, such as loud 
noise, heat, and underwater. INVISIO systems consist of headsets and advanced control units that interface to a 
wide range of communication devices. The systems provide hearing protection while maintaining the natural level 
of situational awareness. Customers are mainly from the public sector. Sales are made via a global network of 
partners and to some extent directly to end customers. INVISIO is listed on Nasdaq Stockholm (IVSO).

www.invisio.com
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